
City of Proctor 
100 Pionk Drive . Proctor, MN 55810 . (218) 624-3641 

General Information On Decks 

All wood used must be redwood, cedar or pressure treated for exterior use. 

Railings are required when the deck is more than 30 inches above the adjoining ground 
level. Rails must be a minimum of 36 inches high, with horizontal/ vertical intermediate 
members spaced such that a 4 inch diameter sphere cannot pass through. 

If deck is connected to the main structure, the deck shall be on piers, a minimum of 5 feet 
below grade. 

A gas meter must be accessible for reading and replacement. For safety purposes, a deck 
placed over a gas meter must be at least 5 feet above the ground and the gas valve must 
be accessible at all times. Decking over a meter must have boards spaced which will 
allow a potential gas leak to rise through and not accumulate. For information or 
arrangements for relocating meter call Northern Minnesota Utilities, 879-4651. 

You must maintain a minimum of 10 feet clearance from the deck to the electrical service 
drop wires. Also, maintain 10 feet to the bottom of the drip loop. 

For clarification on any of the above, or should you have further questions, please 
contact City Hall at 624-3641. 

Please use the attached packet for information -- a deck permit can be submitted 
utilizing our online process and form: 

https://portal.laserfiche.com/e6711/forms/ProctorPermits

https://portal.laserfiche.com/e6711/forms/ProctorPermits





























